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Name of Client:   RASCO Client 01 

Name of Component:   Sample Component Casting 

Inspection Date: 15-December-2011  

Component Size: 156mm x 55mm x 92mm 

Comments: 

 

The overall accuracy of the component is within +/- 
0.522mm, where almost 85% of the component falls. 

The key areas as inspected by GD&T views shows 
permissible accuracy levels have been achieved togo 
ahead with the production of the component. For 

RASCO Automotive Systems P Limited 
 
 
 
 
 
Authorised Signatory 
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1. Quality Check Parameters & Deviation Results 
 

Parameter Value (mm) 

Maximum Critical Deviation + 00.900 

Maximum Nominal Deviation +00.300 

Minimal Nominal Deviation -00.300 

Minimal Critical Deviation -00.900 

Average Deviation (+) +00.384 

Average Deviation (-) -00.434 

Standard Deviation (a) +/-00.490 

Accuracy of Scan (b) +/-00.022 

Maximum Overall Standard Deviation  

(C = a+b) 

+/-0.512 
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2. Isometric View 

 

 

 

 

 

 

 

 

 

 

 

 

3. Front View 
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4. Top View 

 

 

 

 

 

 

 

 

 

 

 

 

5. Left Side View 
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6. Right Side View 

 

 

 

 

 

 

 

 

 

 

 

 

7. Back View 
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8. Bottom View 

 

 

 

 

 

 

 

 

 

 

 

 

9. Areas of Maximum Deviations 
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10. Inspection of Key Areas (GD&T Views) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

8  
 

| RASCO Automotive Systems Private Limited 

| Quality & Inspection Report 

11. Comments 

� The overall accuracy of the component of +/- 0.522mm is within the permissible limit. 
� It is observed that some of the casting areas like on the back and the top of the component 

are out of the permissible limit by up to 0.600mm. These areas need technical assistance to 
study mould/component for the error. 

� The centre distances of the mounting holes (the most important parameter) are well within 
the permissible tolerance limits. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

End of Quality Report 


